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Abstract� We describe a sensor network deployment method
using autonomous �ying robots. Such networks are suitable
for tasks such as large-scale environmental monitoring or for
command and control in emergency situations. We describe in
detail the algorithms used for deployment and for measuring
network connectivity and provide experimental data we collected
from �eld trials. A particular focus is on determining gaps in
connectivity of the deployed network and generating a plan for a
second, repair, pass to complete the connectivity. This project is
the result of a collaboration between three robotics labs (CSIRO,
USC, and Dartmouth.)

I. INTRODUCTION

We investigate the role of mobility in sensor networks.
Mobility can be used to deploy sensor networks, to maintain
and repair connectivity, and to enable applications such as
monitoring and surveillance. We examine sensor networks
that consist of static and dynamic nodes. The static sensor
nodes are �Motes� and the mobile nodes are autonomous
helicopters. Integrating static nodes with mobile robots en-
hances the capabilities of both types of devices and enables
new applications. Using networking, the sensors can provide
the Unmanned Aerial Vehicle (UAV) with information which
is out of the range of the robot. Using mobility, the robot
can deploy the network, localize the nodes in the network,
maintain connectivity by introducing new nodes as needed,
and and act as �data mules� to relay information between
disconnected wireless clouds.

We combine ad-hoc networking, sensing, and control to
deploy and use a sensor network. We use an autonomous heli-
copter to deploy a sensor network with a controlled topology,
for example a star, grid, or random. The helicopter deploys
the sensors one at a time at designated locations. Once on the
ground, the sensors establish an ad-hoc network and compute
their connectivity map in a localized and distributed way.

The helicopter is equipped with a sensor node so that it is
a mobile component of the sensor network and it can com-
municate to the ground. This system can handle on-demand
node deployment. The connectivity map is used to determine
ground locations that require additional nodes (for example to
repair connectivity or to increase bandwidth). The helicopter
responds by �ying to that location and deploying a new

Fig. 1. AVATAR Autonomous Helicopter

node, which is incorporated into the existing network. This
approach to autonomous deployment of sensor networks will
allow the on-demand instrumentation of remote environments
that may be inaccessible by ground methods, and supporting
applications to navigation, monitoring, and search and rescue.

We have implemented the deployment algorithms on a
hardware platform that integrates hardware and software from
three labs: USC’s helicopter, Dartmouth’s sensor network,
and CSIRO’s interface between a helicopter and a sensor
network. The three groups conducted joint experiments which
demonstrate, for a desired network topology, (1) autonomous
sensor network deployment with a helicopter, (2) ground to
ground and ground to air connectivity measurements for the
resulting network and (3) uses the results to repair the network
connectivity when the deployed topology does not match the
desired topology.

II. RELATED WORK

Our work builds on important previous work in sensor
networks and robotics, and bridges the two communities by
integrating autonomous control of �ying vehicles with multi-
hop message routing in ad-hoc networks.

Autonomous aerial vehicles have been an active area of
research for several years. Autonomous model helicopters



have been used as testbeds to investigate problems ranging
from control, navigation, path planning to object tracking
and following. Flying robot control is a very challenging
problem and our work here builds on successes with hovering
for two autonomous helicopters [1], [2]. Several other teams
are working on autonomous control of helicopters. A good
overview of the various types of vehicles and the algorithms
used for control of these vehicles can be found in [2] . Recent
work has included Autonomous Landing [3], [4] Aggressive
maneuvering of AFV’s [5] and pursuit-evasion games [6].

Research in sensor networks has been very active in the
recent past. An excellent general introduction on sensor net-
works can be found in [7]. An overview of hardware and
software requirements for sensor networks can be found in
[8] who describe the Berkeley Mica Motes. Algorithmic work
for positioning a sensor network where sensors have mobility
and can self-propel includes even dispersal of sensors from
a source point and redeployment for network rebuilding [9],
[10]. Other important contributions include [11]�[15].

In our previous work on networked robots we used �ying
helicopters to localize a deployed sensor network [16], we
computed and represented paths in sensor networks that could
guide the motion of a mobile node such as a helicopter [16],
[17], and we used sensor network mobility to cover a given
area while maintaining connectivity [18].

III. DEPLOYMENT CONTROL

Our approach to deployment consists of three phases. In
the �rst phase, an initial network deployment is executed.
In the second phase, we measure the connection topology
of the deployed network and compare that to the desired
topology. If they match, the procedure is complete. Otherwise
the measured connectivity graph is used to compute new
deployment locations that will repair the desired topology. The
last two phases can be run at any point in time to detect
the potential failure of sensor nodes and ensure sustained
connectivity. The same approach can also be used to increase
the sensor density in an area.

A. Deployment Algorithm

Our goal is to develop control algorithms that allow a �ying
robot to deploy a sensor network with a speci�ed communi-
cation topology. Given a speci�ed network topology, and a
deployment scale, we embed the topology in the plane and
extract desired node locations from the resulting embedding.
Network topology is represented as a graph whose edges
correspond to sensors. Edges connect sensors who are within
communication range of each other (with two-way commu-
nication between the nodes.) Embedding such a topology in
the plane reduces to computing actual GPSs coordinates for
the sensors to be deployed. The scale of the embedding is
determined by the inter-node communication range. We then
sort and convert the resulting points to waypoints in a way
that optimizes the robot’s required trajectory for covering the
points. We assume the robot can hover and deploy a node at

Fig. 2. Deployment Mechanism on the Helicopter

each point and later in the paper explain the mechanism used
to accomplish this.

Algorithm 1 Algorithm for controlling an autonomous heli-
copter to deploy a sensor network.

Input: desired network topology
Initialization: Embed topology in the plane at the desired
scale and extract waypoints.
Sort waypoints into buckets by their x coordinate.
for each x bucket do

Sort waypoints by y.
while more sensors in the deployment mechanism do

go to next way-point
hover
deploy sensor

B. Connectivity Measurement Algorithm

A Mote sensor that has been specially modi�ed to add phys-
ical user interface controls (a potentiometer and switch) is used
to control and con�gure the sensor side of the connectivity
tests as shown in Algorithm 2. The controls are set for the
number of ping iterations and whether the sensors should reply
to pings or not and then a multi-hop message is broadcast to
the sensors to start an experiment. A reset message can also
be sent to reset the sensor to an initial state. Data collected
during the experiment is later read from the sensors via a
laptop basestation that sends a download command and reads
the data via RF messages.

C. Connectivity Repair Algorithm

Our general repair algorithm has the following structure.
The connectivity algorithm results in a connectivity graph.
We can compare this graph against the desired topology
embedding using graph isomorphism algorithms [19], [20]. If
the two graphs are isomorphic we are done. If they are not



Algorithm 2 Algorithm for controlling the mote side of a
connectivity experiment.

Wait for experiment con�guration/start message
Initialization: Set con�guration mode = air-to-ground,
ground-to-ground, or ground-to-air. Set count = number of
ping iterations.
Send a multi-hop forwarding of start message to other
motes.

Thread 1
for i=1 to count do

if mode = ground-to-ground OR mode = ground-to-air
then

broadcast a ping message.
Sleep a random interval

Thread 2
while Listen for messages do

if message is a ping then
if mode = air-to-ground OR mode = ground-to-ground
then

reply to ping.
else if Message is a ping reply. then

tabulate reply.

Termination: broadcast counts of replies per mote ID in
response to download message.

their difference can be computed using subgraph embeddings.
This step results in a list of missing graph nodes and their
coordinates, which can be represented as a set of waypoints.
These are given as input to Algorithm 1.

In our implementation we have used a simpli�ed version
of this procedure. We wish to deploy sensor networks whose
connectivity graph is one connected component. Therefore the
task of the connectivity repair algorithm is to determine the
number of connected components in the deployed network.
Algorithm 3 shows the protocol for determining the number
of connected components. The sensors broadcast their ids
and forward the ids they hear. Each sensor keeps the largest
value it hears. The number of distinct values is the number of
connected components in the graph. The helicopter can collect
this information and determine how many components there
are. If the network has at least two connected components
we compute the separation region and determine how to
cover it with waypoints in a way that connects the two
components. In the simplest algorithm we compute the line
segment between the two closest nodes in the disconnected
components and determine waypoints along that line using
the sensor communication range. A different approach is to
compute the region of separation between the two connected
components and randomly pick waypoints in that region.

Algorithm 3 Distributed algorithm for identifying the con-
nected components in a sensor network. All the nodes in one
connected component will have the same component value as
a result of this protocol.

for each node in the sensor network do
component = id

for each node in the sensor network do
broadcast node id.
while listen for newid broadcasts do

if received id > component then
component = newid

broadcast newid

Helicopter collects all component values
Helicopter determines unique component values as the
number of connected components.

IV. EXPERIMENTS

We have implemented the algorithms for deployment and
network connectivity using a sensor network with 50 nodes
and an autonomous �ying robot.

Our experiments targetted the three main control tasks: (1)
deployment; (2) connectivity measurements; and (3) repair.
We executed each of these tasks in manual mode (where the
helicopter was controled by a pilot) and in autonomous mode
(where the helicopter operated fully autonomously once in the
air.) In this section we describe our testbed and present some
of the data collected from these different sets of experiments.

A. The Helicopter

Our experimental testbed, the AVATAR (Autonomous Ve-
hicle for Aerial Tracking And Reconnaissance) [21] is a gas-
powered radio-controlled model helicopter �tted with a PC-
104 stack augmented with sensors (Figure 1). A Novatel RT-2
DGPS system provides position data with a 2 cm CEP, Cross-
bow VGX 6-axis IMU unit provides rate information to the
onboard computer where it is fused using a 16-state Kalman
�lter. The ground station is a laptop that is used to send high-
level control commands and differential GPS corrections to the
helicopter. Communication with the ground station is carried
via 2.4 GHz wireless Ethernet. Autonomous �ight is achieved
using a behavior-based control architecture [3].

B. The Sensor Network

Our sensor network platform is the Berkeley Mica Mote [8].
The Mote hardware con�guration includes a main processor
board with a microcontroller that handles data processing
tasks, A/D conversion of sensor output, state indication via
LED’s, serial I/O, and control of a low-power radio transceiver.
It consists of an Atmel ATMega128 microcontroller (with 4
MHz 8 bit CPU, 128KB �ash program space, 4K RAM, 4K
EEPROM), a 916 MHz RF transceiver (50Kbits/sec, 100ft
range), a UART, an Atmel AT90LS2343 coprocessor, and a
4Mbit serial �ash memory. The radio communication consists



of an RF Monolithics 916.50 MHz transceiver (TR1000), an-
tenna, and some components to adjust the physical layer char-
acteristics such as broadcast power and transmission rate. An
auxiliary sensor board contains light, sound, and temperature
sensors with space for adding other types of sensors. Sensor
boards can be stacked for additional sensor functionality. A
Mote runs for approximately one month on two AA batteries.
The operating system support for the Motes is provided by
TinyOS, an event-based operating system. Our testbed consists
of 50 Mote sensors deployed in the form of a regular 7�7 grid,
see Figure 3. An extra Mote sensor is �tted to the helicopter
using a system developed by CSIRO, see Section IV-D.

Fig. 3. Helicopter Deploying Sensors in a 7 � 7 grid

C. The Deployment Mechanism

The deployment mechanism consists of a radio con-
troller(RC) servo which rotates a wire coil. The sensors to be
deployed are attached to the loops on the coil at even intervals,
and are dropped off the coil one at a time when it has rotated
the speci�ed number of rotations. A toggle switch is used to
count the number of rotations. In this way we can accurately
time and drop sensors at the given GPS location, see Figure 2.

The architecture for deployment consists of a two stage
controller (see Figure 4). The higher level controller depends
on the sensor modality being used (either GPS or vision).
For GPS based deployment, the controller obtains the current
position of the helicopter from GPS and continually checks
whether it is suf�ciently close to a drop location, if it is then a
deploy command is sent to the low-level controller. For vision
based control a Kalman �lter continually updates the estimate
of the object and if the estimate is within the required error a
deploy command is sent to the low-level controller.

The primary function of the low-level controller is to keep
the helicopter in hover and also to navigate the helicopter
to the desired way-points. Once this controller receives a
command for deployment from the higher level deployment
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Fig. 4. Deployment architecture

controller, it tasks the helicopter to deploy an object or sensor
at that location. This division of controllers ensures that the
autonomous control of helicopter is completely decoupled
from the task at hand. Hence if a new sensor (e.g. vision)
was used for deployment instead of GPS, only the higher level
controller needs to be changed.

D. The Helicopter-Sensor Network Interface

The helicopter carries one Mote to allow communications
with the deployed sensor network. The Mote is plugged onto a
programming and serial interface board which is serially con-
nected to the helicopter’s linux computer. Several applications
were run, depending on the experiment. The ping application
sends a broadcast message with a unique id once per second
and logs all replies along with the associated Mote identi�er.
This data allows us to measure air-ground connectivity, and
results are presented in IV-G. The gps application receives
GPS coordinates via a socket from the helicopter navigation
software and broadcasts it. Simple algorithms in each Mote
are able to use these position messages to re�ne an estimate
of their location [16].

E. Experimental Procedure

Our �eld experiments have been performed on a grass �eld
on the USC campus. We marked a 7 � 7 grid on the ground
with �ags. We used an empirical method to determine the
spacing of the grid. We established that on that ground, the
Mote transmission range was 2.5 meters1. We selected the grid

1This communication range is much lower than the expected range for
Motes. We believe the reduced range is due to the close proximity of the
ground which absorbs a significant amount of RF energy, particularly when
moist.




